
Product Description

Product Structure

PU Foam Adhesive Tape

<YCM-T94150LDP>

Product construction

* All data and recommendations referred to in this Knowledge Base are based on reliable TEST, but performance of the product may be used

for different purposes, depending on the various factors.

Technical Data Sheet   20200415

( 1.5T)

(주)영창첨단소재 YCM-T94150LDP는 폼 기반의 양면 점착 테이프로 다음의

특성을 보유하고 있습니다. 

•  TPU SKIN층과 PU 폼층 기반의 양면 점착 Tape 

•   LCD, GLASS 뛰어난 내충격성

•   DISPLAY 패널 GASKET 용

•   Rework가 용이하다

50㎛ Black Adhesive

25㎛ TPU SKIN

25㎛ Black Adhesive

1300㎛ PU Foam

50㎛ PET

50㎛ Black Adhesive
Release liner PET

Properties Unit Value     Test Method

Total Thickness ㎛ 1500±10% Thickness Gauge

Peel Strength gf/25mm

SUS 1600 ↑

KST - 1028

EGI 1000 ↑

GLASS 1200 ↑

PC 1200 ↑

AL 1200 ↑

Holding power mm No Drop

YCM Method

(80℃/1kg/1HR)

CFD 25% Kgf/㎠ 0.25 Typical

ASTM D3574

Densty g/㎤ 0.20 Typical

YCHTM


